
Cavity Waxing

Your Competent Partner

Track Motions for Robots



Agenda

Cavity Waxing

Typical Robot Application Booth 4

Typical Manual Application Booth 5

Job Orientated Application Booth 6

Robot Tool Heads 7

Robot Tool Bar-light Version 8

Robot Tool BaR- Extended Version 9

4 Bar- Rotational Tool Bar 10

Autonomous Application Unit 11

Track motion for robots 12

REFERENCES 13

Your Competent Partner



Cavity Waxing

Wax Application with Robot



Typical Robot Application Cell
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Typical Manual Application Cell
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Job Orientated Application Booth 
According To Specific Customer Requirements

Cavity Waxing

 

to be waxed

handling

Track
Motion

Nozzle Bar

Fence

Process Panel
Hose Package

Turning table

Door

Material Supply

PLC



• mounted on a robot with a automated tool changing system

• robot can automatically exchange between the different kind of tool heads 
or of tool head with different nozzles mounted (for different car bodies)

IPR mono tool head

IPR 4-nozzle 
tool headIPR 6-nozzle 

tool head

Cavity Waxing

Robot Tool Heads



Cavity Waxing

Robot Tool Bar
Light version

• Robot mounted, exchangeable with IPR tool heads
• wax to nozzles is directly connected via tool changer
• up to 6 nozzles simultaneously

Direct connected- for 60 kg robot



Cavity Waxing

• Robot mounted, exchangeable with IPR tool heads
• controlled by air less valves on the bar, up to 15 nozzles
• up to 2 nozzles simultaneously
• good for underbody application along with rocker panel ap

Robot Tool Bar, extended version

Valve controlled- for 100 to 150kg robot



Cavity Waxing

4 Bar- Rotational Tool Bar

For rocker panel application 
of up to 4 different car bodies



Autonomous Application Unit

• Including high pressure pump, PLC and application gun 

• Ideal for small scale manual stations with high flexibility or as 
back up unit
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Track Motion For Robots

Track Motion For Robots

1

2
3

4

1- Flexible Floor Mounting
2- Roller Guided
3- Positive Shaped connections
4- Standard Profile With Cross Connection

Load Versions

-100 kg
- 800 kg
- 2 to 
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Thank You …

160 D Staebler Rd., Ann Arbor, MI  48103
Tel: 734-222-4847   Fax: 734-222-4863

www.iprautomation.com sales@iprautomation.com

… for your attention !


